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ITEM | QTY DESCRIPTION
A @ 1 SERVICE OUTLET SADDLE PER STD. SPECS.
@ 1 CORP. STOP, J. JONES #41 OR APPROVED EQUAL.
A @ VAR. 1”"=TYPE K SOFT COPPER. 2"—-BRASS OR BRONZE.
@ VAR. BRASS OR BRONZE.
1”—COPPER SILVER SOLDERED 90° ELBOWS OR
A @ 2 COMPERSSION JOINT WITH LOCKING WINGS. 2”—-BRASS
WATERMAIN 90° THREADED.
@ 1 BRASS COUPLING AT SURFACE ON CONC.
@ 1 SERVICE STOP, J. JONES #180 OR APPROVED EQUAL.
A 1 “"APCO” HEAVY DUTY COMB. AIR RELEASE VALVE, OR
ALL PIPE FITTINGS AND VALVES SHALL APPROVED EQUAL PER PART 3 SECTION 2-0S5.
BE SAME DIAMETER AS AIR VALVE
INLET. STD. GALV. 90° ST. ELBOW; 3” LONG STD GALV. NIPPLE
A @ 1 T—2E; STD. GALV., 90° ELBOW; & 3” LONG STD GALV.
NIPPLE T—1E. ORIENTED TO CLEAR AIR VALVE BODY.
PIPE THREADS SHALL BE CLEAN AND PROVIDE EXHAUST SCREEN.
SHARP AND SEALED WITH AN APPROVED
JOINT COMPOUND. 2 BRASS PIPE NIPPLE, THREADED BOTH ENDS.
@ 1 1/2” BRASS GATE VALVE,(NO HANDLE); 1/2” X 2”
BRASS NIPPLE; 1/2” BRASS ST. ELB.
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EXTERIOR PAINTED WITH PRIMER AND TWO(2)
COATS OF YELLOW DUPONT SAFETY SERIES
PAINT #7001, OR APPROVED EQUAL. (NO
PRIMER ON BRASS OR BRONZE.)

FINISHED GROUND SURFACE

/\

4'x4’x8” CLASS "C” CONCRETE
A PAD. SEE SHEET 3 OF W-6. POUR
AGAINST WELL COMPACTED EARTH.
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ANY OBSTRUCTIONS.

TO BE FIELD DETERMINED IN ORDER TO CLEAR
LENGTH AND POSITION AS
DIRECTED BY THE CITY.
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CONTINUOUS UP-GRADE TO AIR VALVE

WATERMAIN

FIELD JOINTS MAY BE FLANGED
OR WELDED, BUT SHALL NOT
PERMANENTLY IMPAIR INTERIOR
LINING OF PIPE.

GROUT AROUND OUTLET

— TACK WELDED
RUBBER GASKET
JOINT, OR LAP-
WELDED JOINT
OPTIONAL.

VARIABLE

I‘\POUR AGAINST

UNDISTURBED
EARTH.

THRUST BLOCK PER
STD. DWG. W-3

ITEM QTY DESCRIPTION

@ 1 10 GA. MIN. OUTLET WELDED TO PIPE PER SPECIFICATIONS, WITH A.S.A. 150 LB. (MIN.) SLIP—ON
FLANGE, WELDED ON. REINFORCED PER SPECIFICATIONS.

@ 1 A.S.A. SLIP-ON FLANGE. (SHIP LOOSE FOR FIELD WELDING)

@ 2 4 PC. 90° BEND, 10 GA. MIN., LINED AND COATED, SAME AS MAIN.

@ 1 A.W.W.A. C—509 FLANGED RESILENT SEAT GATE VALVE, CLASS AS NOTED ON PLAN, 2” SQ. OPERATING
NUT, MUELLER OR APPROVED EQUAL.

@ 1 STANDARD VALVE BOX INSTALLATION PER STANDARD DRAWINGS W-4 OR W-5.

@ VAR STEEL PIPE 10 GA. MIN., C.M.L. & C., SAME AS MAIN.

@ 2 SLIP-ON FLANGE TO MATCH FLANGE ON GATE VALVE. (SHIP LOOSE FOR FIELD WELDING)

1 SLIP-ON FLANGE TO MATCH FLANGE ON AIR VALVE.
”"APCO” HEAVY DUTY COMBINATION AIR RELEASE VALVE, OR APPROVED EQUAL, CAST IRON BODY,

@ 1 STAINLESS STEEL AND BRONZE INTERNAL WORKING PARTS, STANDARD SCREWED OUTLET TOP AND
FLANGED BOTTOM, 300 W.0.G. MODEL 149cC.

2 STANDARD WEIGHT GALV. 90° STREET ELBOW W/EXHAUST SCREEN.
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