Storm Drain Improvement

General Notes

1. All work shall be done in accordance with this plan and the current standard drawings and specifications of the City of Chino Hills Engineering Department and the Standard Specifications for Public Works Construction, 2003 edition.

2. The hours of operation shall be from 6:00 AM to 7:00 PM, Monday through Friday. Other hours shall require written authorization from the City Engineer or City Building Official.

3. No work shall be undertaken without obtaining all necessary permits from the City. The site superintendent or foreman shall notify the Engineering Inspector  (909) 364-2770 at least 48 hours in advance of any inspections required.

4. State Law SB 3019 requires the contractor to obtain an identification number from Underground Service Alert prior to the issuance of a city encroachment permit. The contractor shall notify Underground Service Alert two full working days (48 hours minimum) in advance of any construction activities, including pavement removal, excavation and AC overlay, which could affect any underground utility.

5. Any contractor performing work on this project shall familiarize himself with the site and shall be responsible for any damage to existing facilities resulting directly or indirectly from his operations, whether or not such facilities are shown on the plans.

6. Prior to any construction work which could damage or conflict with underground structures or utilities, the contractor shall excavate inspection holes to determine the location and depth of said structures and utilities in the vicinity of, or which may be affected by, the proposed improvement work.

7. No water shall be obtained from any City fire hydrant without the use of an authorized hydrant meter.

8. Survey monuments shall be protected and perpetuated in place. Any disturbed or covered monuments shall be reset by a Registered Civil Engineer or Licensed Land Surveyor.

9. If existing utilities or other facilities conflict with the proposed improvements, work shall stop and the engineer be notified immediately.

10. The contractor shall repair or replace any public improvements damaged as a result of construction as required by the Public Works Inspector.

11. The contractor shall maintain dust control at all times.

12. All construction debris including dust, dirt, and any type of scrap must be disposed of through the solid waste system. It is strictly prohibited to wash any dust, dirt, scrap or other material to the street and/or storm drain system.

13. Trench backfill shall be done in accordance with City Standard Drawing No. W-3.

14. The contractor shall not order or place any concrete until forms and reinforcing steel have been inspected and approved by the Public Works Inspector.

15. “As-built” record drawings shall be furnished to the city upon completion of the project.

16. Approval of these plans by the City or its agents shall not relieve the contractor or the applicant of the responsibility for correction of errors or omissions discovered during construction. Upon request, the appropriate plan revisions shall be promptly submitted to the City Engineer for review and approval.

17. Estimate of quantities is provided by the engineer only for the convenience of the developer. The contractor shall make his own determination of construction quantities before submitting a bid. Any item of work required by these plans which is not specifically listed in the estimate of quantities shall be considered as included in the other items of work.

