Erosion Control

General Notes

1. Erosion control shall be required for grading operations during the rainy season, October 15th through April 15th.

2. Slopes constructed prior to October 1st shall be treated for erosion control prior to October 15th. Slopes constructed after October 1st shall be treated for erosion control as construction progresses.

3. The design civil engineer shall supervise and assure erosion control work is in accordance with the approved plans.

4. In case of emergency, call:

_________________________________
(Responsible Person)

_________________________________
(Firm Name)

_________________________________
(24 Hour Telephone)

5. The contractor shall be responsible for, and shall prevent the trespass of impound water on public areas or the creation of hazardous conditions.

6. The contractor shall conduct his operations so that runoff is contained within the project area or channeled into the storm drain system which serves the runoff area. Storm runoff from one area shall not be diverted to another area.

7. No changes to existing or natural drainage courses shall be permitted during the rainy season unless the approved drainage facilities have been completed.

8. Clearing and grubbing shall be limited to areas that will receive immediate grading. Erosion control measures shall be required and may include; graded ditches, brush barriers and silt fencing. Care shall be exercised to preserve vegetation beyond the limits of grading.

9. Desilting basins shall be constructed as individual rough grading areas are completed.

10. Graded areas around the tract perimeter shall drain away from the toe of slopes at the conclusion of each working day.

11. Temporary erosion protection shall be required for manufactured slopes prior to permanent planting.

12. Fill areas, during periods of completion prior to final grade, shall be protected to limit erosion and the siltation of downstream property. Protection measures may include temporary down drains using pipes or paved ditches with protected outfall areas, desilting ponds, check dams, sand bag protected inlets not yet brought to grade and appropriate channel grading to direct runoff away from areas where earthwork is not underway.

13. Project areas as well as neighboring property areas shall retain fire access at all times.

14. Equipment and personnel for emergency work shall be available at all times during the rainy season. Necessary materials shall be stockpiled at convenient locations to facilitate rapid deployment.

15. Removable protective devices shall be in place at the end of each working day when the 5-day rain probability forecast exceeds 40 percent.

16. Devices shall not be moved or modified without approval from the City Engineer or Public Works Inspector.

17. After a rainstorm, silt and debris shall be removed from check dams, silt fences and other impacted areas.

18. An updated copy of this plan shall be kept available to the City at the project site.

19. Information on this plan is for erosion control only. The City Engineer may modify this plan as necessary.

20. Approval of this plan shall not relieve the contractor of responsibilities to his site or adjacent properties. Temporary erosion control shall include construction measures necessary to prevent, control and abate water, mud and erosion damage to public or private property impacted by his construction activities.

21. Approval of this plan shall not relieve the developer of the responsibility for the correction of errors and omissions discovered during construction. Upon request, the required revisions shall be submitted for approval.

